


IR Encoder Specifi cations
 Dimensions: 2.28" x 0.80" x 0.43" (57.9mm x 20.3mm x 10.9mm) 
 Weight: 0.30 ounces (8.6g)
 Connection:   USB
 Operating Systems:  Works with Windows XP or Vista, Mac OS 10.4 (Intel only)
 Power:  From USB
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iButton Specifi cations
 Physical: Memory chip stored inside button-shaped, water-resistant, stainless steel case 
 Dimensions: 3mm button:  0.64" diameter x 0.12" height (16.3 x 3.2mm) 
  5mm button:  0.64" diameter x 0.23" height (16.3 x 5.9mm)
  mounting fl ange:  0.68" diameter (17.3mm)
 Weight: 3mm button:  0.057 ounces (1.6g)
  5mm button:  0.120 ounces (3.3g)
 Operating Temperature: -40° to 185° F (-40° to 85° C)
 Battery: None
 Data Storage:  Unique 48-bit serial number (read only)

    iBR9000 Specifi cations
  Physical: High-impact fi berglass-reinforced nylon case; stainless steel read head
 Weight: 1.75 ounces (50g)
 Dimensions: 2.7" x 1.67" x 0.85" (68.6mm x 42.4mm x 21.6mm)
 Memory: 64KByte non-volatile; data is retained when battery is removed
 Storage Capacity: 9200 iButton reads
 Battery: 3-volt lithium CR2
 Battery Life: 75,000 continuous reads or 1 year idle
 Clock: Real-time with capacity to operate up to 1 minute after battery disconnected
 Communications: Infrared (IrDA); uses optional Videx IR Encoder or built-in IrDA port 
  on PC, Mac, or PDA cell phone
 Transfer Rate: Full memory will transfer in approximately 26 seconds
 Data Output: Optional delimited ASCII or TouchProbe format text fi le
 iButton: Reads ID of all Maxim (Dallas Semiconductor) iButtons
 Operating Temperature: -4° to 140° F (-20° to 60° C)
 Humidity: 95% noncondensing 

The iBR9000 software allows you to easily identify your users and cross-reference the button 
ID’s with meaningful data. The Audit Trail shows the data downloaded from the reader, and 
can be exported for additional reporting.


